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PROJECTION SYSTEM RGB Liquid-Crystal Shutter Projection System
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SCREEN SIZE 30 to 300 inch (0.9 to 10.4 m)
(Projected Distance)

OFFSET 8.6:1

BRIGHTNESS* ml ISNA 0062 EDOM SSENTHGIRB HGIH
ml ISNA 0802 EDOM SSENTHGIRB WOL

CONTRAST 400:1

COLOUR REPRODUCION  Full-Colour (16.77 million colours)

SOUND OUTPUT  5 W Monaural

EFFECTIVE SCANNING zHM 261 ot zHM 5.31KCOLC LEXIP 
zHk 99 ot zHK 51LATNOZIROHEGNAR YCNEUQERF

zH 021 ot zH 05LACITREV)golanA(

KEYSTONE CORRECTION Vertical: -30 to +30 degree

ANALOG RGB I/O DISPLAY PERFORMANCE NATIVE 1024 x 768 dots (XGA)
RESIZE UXCA  / SXGA / SVGA / VGA

INPUT TERMINAL VIDEO D-sub 15-pin x 2
AUDIO RCA x 1 (White / Red)

OUTPUT TERMINAL VIDEO D-sub 15-pin x 1

VIDEO I/O INPUT SIGNAL VIDEO STANDARD NTSC / NTSC4.43 / PAL / M-PAL / N-PAL / PAL60 / SECAM
INPUT TERMINAL VIDEO Composite Video: RCA (Yellow) x 1

S-Video: Mini DIN
Component Video: D-sub 15-pin x 2
Video-RGB: D-sub 15-pin x 2

AUDIO RCA x 1 (White / Red)

CONTROL I/O SERIAL I/O SERIAL TERMINAL mini D-sub 9 pin x 1

OPERATING TEMPERATURE 5ºC to 35ºC <41ºF to 95ºF>

OPERATING ALTITUDE up to 7,500 feet <2,286 m> (over 4,921 feet <1,500 m> area: with High Altitude mode)

START-UP PERIOD About 5 seconds

COOL DOWN PERIOD Instant Off

POWER SUPPLY VOLTAGE 110 - 240 VAC +/- 10%, 50/60 Hz

POWER CONSUMPTION A 2.1 - 8.2 zH 06/05 CAV 042 - 011 

DIMENSIONS (D x W x H) )teeF sedulcxE( mm111 x 004 x 362 

WEIGHT Approx. 7.9 lbs / 3.6 kg

FAN NOISE bd 13 /  Bd 83EDOM SSENTHGIRB WOL / HGIH

*Brightness: Colour mode: Game, Zoom : Wide

CONNECTOR PANEL

S-Video Video L-Audio-R
Computer 2

Component Video
Computer 1

Component Video

Montor Out RS-232C

SPECIFICATIONS

EPSON is the registered trademark of Seiko Epson
Corporation.

All other product names and other company names
used herein are for identification purposes only and
are the trademarks or registered trademarks of their
respective owners.

EPSON disclaims any and all rights in those marks.
Scan/Print samples shown herein are simulations.
Specifications are subject to change without notice.

Weight - approx. 3.6kg/7.9lbs

111mm

263mm

PROJECTION DISTANCE

Direct power-on/off
4000 hour long-life lamp (low brightness mode)
24 language on-screen menu
Help function

Small Yet Powerful Lamp

Compact and bright - Epson's
innovative lamp "E-TORL"

(E-TORL : Epson-Twin Optimize Reflection
Lamp) Epson's recently developed small,
high performance "E-TORL" lamps efficiently
gather and project light to effectively
eliminate light-leakage and minimize light
diffraction. This system combines an
ellipsoidal reflector with an aspherical lens
and a hemispherical mirror to produce a
lamp so small and highly efficient that it is
ahead of its time.

Other Features

• Dust Resistant

• Easy Maintenance

• Small Yet Powerful Lamp

• AV Mute Slide

Long life and ease of use,
even in a dusty environment

E-TORL

Easy Maintenance

Easy lamp change

You can change the lamp easily even when ceiling mounted.

Air filter cleaning notification

It is equipped with a cleaning notification function capable of sensing
a clogged filter and letting you know proper cleaning intervals through
an indication on the screen and an LED on the main body.

Cleaning the air filter is easy

Filter removal is easy even when ceiling mounted. Filter cleaning is also easy and doesn't require any special tools.

Filter cleaning notice as indicated
on the screen

No need to remove the main body
from the ceiling mount fittings
when changing the lamp

1 2 3

4 5

Time to clean the air filter.
Clean or replace the air filter.

Source: Computer1
(Auto)

No Signal

To display Help, press the      button??

SUPPLIED ACCESSORIES
Power Cable 3.0 m
Remote Control With AA type alkaline batteries x 2pcs
Computer Cable 1.8 m <6 ft>, AHD-15 pin type slim-cable
Password Protect Sticker
Owner’s Manual

OPTIONAL ACCESSORIES
ELPLP42 Spare Lamp (EMP-280)
ELPAF16 Air Filter (High Efficient Filter)
ELPKC02 Computer Cable HD15/HD15  1.8 m
ELPKC09 Computer Cable HD15/HD15  3.0 m
ELPKC10 Computer Cable HD15/HD15  20.0 m
ELPKC19 Component Video Cable HD15 / 3RCA (male) 3.0 m
ELPKC22 HD-TV Cable HD15/D4  3.0 m
ELPSC06 50-inch Screen
ELPSC07 60-inch Screen
ELPSC08 80-inch Screen
ELPSC10 100 Type Screen
ELPMB18 Ceiling Mount
ELPFC03 Ceiling Plate
ELPFP04 Pipe 370 mm Silver
ELPFP05 Pipe 570 mm Silver
ELPFP06 Pipe 770 mm Silver

400mm




